Tata Steel retain the right to ammend

the construction and technical specifications TRISOBUILD™ U-VALUES

shown on this drawing without prior notice.

The depth below refers to both the minimum bracket & insulation height to achieve
the stated 'U'value when using a LP1000 liner

Depth 120 = 0.35 W/m?
Depth 140 = 0.30 W/m?
Depth 160 = 0.26 W/m?
Depth 180 = 0.23 W/m?
Depth 200 = 0.21 W/m?
Depth 210 = 0.20 W/m?

Depth 220 = 0.19 W/m?
Depth 230 = 0.18 W/m?
Depth 240 = 0.18 W/m?
Depth 250 = 0.17 W/m?
Depth 260 = 0.16 W/m?
Depth 270 = 0.16 W/m?

Self drilling self tapping
primary fastener with
minimum 19mm dia washers

Sealed rivets or self
drilling fasteners with
sealing washers 3 per
gutters support brackets

Vented profile filler sealedto
its base with 9x3mm high
grade buytl sealant

Gutter support bracket
positioned at 1 metre
spacing and either side of

gutter joint

Sealed rivets or self drilling
fasteners with sealing washers.
3 per gutter support bracket
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A Tata Steel enterprise

Profile filler sealed top and
bottom with 9x3mm high
grade butyl sealant
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175mm

Cantilever Gutter System
(roof pitch must be specified).
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