Tata Steel retain the right to ammend
the construction and technical specifications
shown on this drawing without prior notice.

100mm high Platinum
Warranty approved spacer
system
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R32 0.7mm Colorcoat®
pre-finished steel external
weathering profile
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100mm Glass fibre quilt, Nom
density 10.5Kg/m>, \ =
0.040W/mK.
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50 or 30mm RW3 Rock fibre slab

/ tissue faced to internal side, Nom
density 60Kg/m>, A = 0.039W/mK.
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All support steelwork by
others

T RL320.7mm fully exposed

1

1.6mm top hat stub, 60mm long
and 85mm high

Test Report Ref: L/3142(1) Tested: 30/03/2010
Frequency (Hz) Sound Absorption
As A

50 0.30
63 0.49 0.45
80 0.46
100 0.72
125 0.97 0.95
160 0.97
200 1.16
250 1.07 1.00
315 1.18
400 1.09
500 1.05 1.00
630 1.10
800 1.02
1000 1.04 1.00
1250 1.08
1600 1.05
2000 1.05 100
2500 1.06
3150 1.07
4000 1.02 1.00
5000 108

Single Figure Rating: Aw = 1.00, Sound Absorption Class A

The tested construction is as drawn, deeper spacers and thicker layers of glass fibre
quilt can be used for lower U-value requirements, and would not be expected to be
detrimental to the acoustic performance.

100mm high Platinum R32 0.7mm Colorcoat®
Warranty approved spacer pre-finished steel external
system weathering profile
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Rock fibre trough infill pieces tissue
faced to internal side (1200mm long
sections), Nom density 45Kg/m>, \ =
0.035W/mK.
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SECTION A-A

RL32 0.7mm fully exposed

© Building Systems UK

TRISOBUILD™ BUILT UP
U-VALUES

The depth below refers to both the top spacer bracket & quilt insulation height and

assumed purlin centres of 1800mm and bracket centres of 1000mm
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h 100 = 0.23 W/m?K.
h 120 = 0.20 W/m?K.

K
h 140 = 0.19 W/m?K.
h 180 = 0.16 W/m?K.
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Technical Office - TEL : 01244 892199
www.buildingsystemsuk.co.uk
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