
Arbeiten nur durch Fachpersonal,

DO NOT PUT YOUR HANDS INTO THE VENTILATOR !

Maintenance only to be carried out by

unter Beachtung der Montage - u. Wartungs -

NICHT IN DAS OFFENE GERAT GREIFEN !

personnel conversant with the operating -

and maintenance - instructions.

TAKE CARE

anleitung ausfuhren.. .

VORSICHT

Ne travailler qu ' avec du personnelde montage et d ' entretien.

specialise en respectant les instructions

NE PAS SAISIR L' APPAREIL COTE ' OUVERTURE !

ATTENTION

personeel, met inachtneming van de

montage - en onderhoudsvoorschriften

NIET IN EEN GEOPENDE VENTILATOR GRIJPEN !

Werkzaamheden allen door vakbekwaam
ult laten voeren.

VOORZICHTIG

Vented profile filler
sealed to its base using
9x3mm high grade butyl
sealant

Self drilling self tapping primary
fastener with minimum 19mm dia
washers fixed through to bar

Ventilator base to be
bedded on a continuous
run of 4mm dia high
grade butyl mastic (min
25 years warranty)

0.7mm internal
closure flashing

0.7mm internal
closure flashing

Self drilling self tapping primary
fastener with minimum 19mm dia
washers fixed through to bar at
every ridge

NOTE: Smoke vent to be
installed as per
manufacturers
recommendations
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© Building Systems UK RS-045-01

PS

PROJECT

DRAWN BY

APPROVED BY

DATE

TITLE

DRG. No.

TOLERANCES

SCALE

All support steelwork by
others

Technical Office - TEL : 01244 892199
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Tata Steel retain the right to ammend
the construction and technical specifications
shown on this drawing without prior notice.

TRISOBUILD®  U-VALUES
The depth below refers to both the minimum bracket & insulation height to achieve the stated 'U'value

PL1000 Liner

Depth 140 = 0.30 W/m²K.
Depth 160 = 0.26 W/m²K.
Depth 180 = 0.24 W/m²K.
Depth 200 = 0.21 W/m²K.
Depth 220 = 0.19 W/m²K.
Depth 240 = 0.18 W/m²K.
Depth 260 = 0.16 W/m²K.
Depth 280 = 0.15 W/m²K.
Depth 300 = 0.14 W/m²K.
Depth 320 = 0.13 W/m²K.
Depth 340 = 0.12 W/m²K.
Depth 360 = 0.11 W/m²K.
Depth 380 = 0.11 W/m²K.
Depth 400 = 0.10 W/m²K.

RL32 Liner

Depth 140 = 0.32 W/m²K.
Depth 160 = 0.28 W/m²K.
Depth 180 = 0.25 W/m²K.
Depth 200 = 0.22 W/m²K.
Depth 220 = 0.20 W/m²K.
Depth 240 = 0.18 W/m²K.
Depth 260 = 0.17 W/m²K.
Depth 280 = 0.16 W/m²K.
Depth 300 = 0.15 W/m²K.
Depth 320 = 0.13 W/m²K.
Depth 340 = 0.13 W/m²K.
Depth 360 = 0.11 W/m²K.
Depth 380 = 0.11 W/m²K.
Depth 400 = 0.10 W/m²K.
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